
AGRICHEMA keeps bulk materials flowing
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Because of their physical properties 

and the multiple number of proce-

dural processes involved in produc-

tion, bulk materials have widely dif-

fering flow characteristics.

AGRICHEMA features an extensive 

know-how in the area of bulk ma-

terials for more than 25 years and 

offers commercial and customised 

solutions for all industrial sectors.

AGRICHEMA

SHOCK-BLOWER®

ROTOSTAR®
VIBOSTAR®

COMPONENTS

LOADING BELLOWS



Through its systems SHOCK- 
BLOWER®, VIBOSTAR® and ROTO-
STAR®, AGRICHEMA is able to offer a 
customised solution, geared to com-
mercial aspects, for the optimum 
variety of hopper and silo discharge 
disruptions.

Objectives and philosophy

The product range is further complet-
ed by other components for shutting 
off and distributing of bulk materials 
and for bulk loading.



With the SHOCK-BLOWER® system 
cakings of material are removed ef-
ficiently and bulk materials are kept 
flowing.

SHOCK-BLOWER® air-blast units 
store highly compressed air (or in-
ert gas) that can be released, if re-
quired, in an explosion-like manner.

The air storage tanks are made to 
EURO standards and the valve outlet 
units are manufactured with a valve 
seat made of Cr-Ni-steel.

AGRICHEMA’s SHOCK-BLOWER® 
persuade through reliable function-
ality, maximum security and long 
service life.

SHOCK-BLOWER®
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SHOCK-BLOWER® units are used for 
all kinds of bulk materials in “critical 
areas”.

Size and number of the SHOCK-
BLOWER® to be used are mainly de-
termined by the bulk material’s char-
acteristics and the local factors.

The SHOCK-BLOWER® system offers 
customised solutions for all sectors 
of the bulk material industry.



VIBOSTAR® bin activator serve for 
the continuous discharge of bulk 
materials.

VIBOSTAR® is available in sizes with 
diameters of 400 to 4.000mm and 
is used for all free-flowing bulk ma-
terials.

VIBOSTAR® 
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VIBOSTAR® bin activators are used 
in the outlet area of silos. A flexible 
sleeve forms a sealed connection 
between silo and bin activator.

A deflector is placed in the middle of 
the VIBOSTAR®, to absorb the verti-
cal load of the bulk material. There-

fore the bulk material in the outlet 
area is unburdened and flows more 
easily.

Vibrating motors set the VIBOSTAR® 
into vibration. The bulk material is 
loosened and flows through the out-
let.
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ROTOSTAR® discharge screws un-
load difficult bulk materials reliably 
from flat bottom silos with diameters 
up to 20 meters.

ROTOSTAR® discharge screws are 
working fully hydraulic with a pat-
ented release system that provides, 
if required, an up to 10-times higher 
moment to release the screw.

ROTOSTAR®



Discharge screws unload bulk ma-
terials by rotating around a central 
pivot point in the silo base.

The hydraulic drive allows driving 
several discharge screws alternately 
with just one hydraulic aggregate.



Bulk materials need to be closed and 
distributed in industrial processes.

For this, slide gates, multiport valves 
and rotary valves are required.

AGRICHEMA offers a wide range of 
products.

COMPONENTS
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Bulk materials are dosed and 
discharged volumetrically with the 
help of rotary valves. They also ser-
ve for feeding bulk materials into 
pneumatic conveying systems and 
can be used for decoupling different 
systems, particularly considering the 
threat of explosions.

Slide gates and multiport valves are 
designed and manufactured accor-
ding to customer requirements.



Loading bellows are used for out-
loading bulk materials into tanker 
lorries, containers and ships with 
a minimum of environmental pollu-
tion.

With the Moduflex loading bellows 
an extensive range of products is 
available.

LOADING BELLOWS
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Moduflex loading bellows consist es-
sentially of the inlet with a motor, the 
module section with the bulk mate-
rial guide cones and the outer chute 
modules as well as the outlet.

The outlet is extended by hand or 
mechanically through the three ex-
terior winch drums to the outload-
ing place, where a closed system is 

realized between the outlet of the 
silo and the vehicle, which is to be 
loaded.

During the outloading process the 
bulk material falls down through the 
guide cones. The dusty air between 
the guide cones and the outer chute 
modules is exhausted through a suc-
tion coupling.



Our complete product range, going 
from customised consulting through 
supply and installation to initiation, 
helps to delete interfaces.

AGRICHEMA
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Being successful

Our contented clients are proof for 
our successful work.

ALMATIS 
Aluminiumschmelzwerk Oetinger 
BASF 
Bayer
BKB 
CEMAG 
CEMEX Deutschland 
CERESTAR
CFB Chem. Fabrik Budenheim
Claudius Peters 
Diamant Mühle
DSK Deutsche Steinkohle 
Dyckerhoff 
EON Kraftwerke 
E&P Anlagenbau 
Fels-Werke 
HeidelbergerCement 
Henkel
Holcim
IKN
Kalkwerk Rygol
K+S Kali
KHD Humboldt Wedag

Lanxess Deutschland
LAFARGE Zement
maxitGroup
Mühle Rüningen
Neuhaus Neotec
Polysius
Rheinkalk
Raiffeisenkraftfutterwerke
RWE-POWER
Sandvik
Schaefer-Kalk
Schwenk Zement
Stadtwerke Duisburg
Steag
Süd-Chemie
ThyssenKrupp Fördertechnik
ThyssenKrupp Stahl
Uhde
UHL Baustoffe
Wacker Chemie
Wolff Cellulosics
Zeppelin
Zippe Industrieanlagen



AGRICHEMA
Materialflußtechnik GmbH & Co.KG
Feldborn 5 (Gewerbepark)
D-55444 Waldlaubersheim
phone: +49 6707/9140-0
fax: +49 6707/9140-11
www.agrichema.de
e-mail: info@agrichema.de


